CLAIMS 

What is claimed is: 

Claim 1 - A motorcycle rear passenger handles assembly, comprising in 
combination; 

a first handle having an upper end spaced from a lower end; 
said lower end of said first handle adapted to be coupled to a motorcycle; 
said upper end of said first handle adapted to be grasped by a hand of a 
passenger riding upon the motorcycle; 

a second handle having an upper end spaced from a lower end; 

said lower end of said second handle adapted to be coupled to the motorcycle; 

and 

said upper end of said second handle adapted to be grasped by a hand of a 
passenger riding upon the motorcycle. 

Claim 2 - The assembly of Claim 1 wherein both said first handle and said second 
handle are flexible between said upper ends thereof and said lower ends thereof. 

Claim 3 - The assembly of Claim 1 wherein said assembly includes a main strap, 
both said first handle and said second handle attached to said main strap at lower ends 
thereof, said main strap adapted to be attached to the motorcycle. 

Claim 4- The assembly of Claim 3 wherein said main strap is adapted to be 
attached to a seat of said motorcycle upon which said rear passenger and a driver of the 
motorcycle both sit. 

Claim 5 - The assembly of Claim 3 wherein said main strap includes a free end 
opposite a capture end, said capture end adapted to be releasably attached to said free 
end, such that said main strap can be configured to gird a portion of the motorcycle. 

Claim 6 - The assembly of Claim 5 wherein a buckle is included upon said capture 
end of said main strap, said buckle adapted to releasably grasp said free end of said main 
strap. 
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Claim 7 - The assembly of Claim 3 wherein said first handle and said second handle 
are each adapted to be slidably attached to said main strap. 

Claim 8 - The assembly of Claim 7 wherein both said first handle and said second 
handle each include strap loops at lower ends thereof, each said strap loop having an 
opening at least as large as a width of said main strap such that said main strap passes 
through said strap loops and said strap loops can travel along said main strap. 

Claim 9 - The assembly of Claim 8 wherein both said first handle and said second 
handle each include hand loops at said upper ends thereof, said hand loops defining a 
region upon said first handle and said second handle where said handles can be grasped 
by hands of the rear passenger. 

Claim 10 - The assembly of Claim 9 wherein said hand loops have a size less than a 
width of the hand of the rear passenger, such that said hand loops can accommodate 
fingers passing through said hand loops but are sized to prevent the passage of an entire 
hand of a rear passenger through either hand loop, such that the rear passenger can 
easily grasp the hand loops but is prevented from having hands and wrists of the rear 
passenger entangled within the hand loops. 

Claim 11 - A method for a motorcycle rear passenger to hold on while riding a 
motorcycle and without holding directly onto the driver, the steps including: 

providing a motorcycle having an elongate seat with sufficient length for both 
the motorcycle driver and the motorcycle rear passenger to sit upon the elongate seat; 
coupling a pair of handles to the seat; 

configuring each of the handles to include a lower end spaced from an upper end 
with the lower ends of the handles adapted to be coupled to the seat of the motorcycle; 
and 

placing at least one finger of each hand of the rear passenger in engagement with 
upper ends of each handle. 
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Claim 12 - The method of Claim 1 1 wherein said configuring step includes the step 
of providing hand loops adjacent the upper ends of each handle. 

Claim 13 - The method of Claim 12 wherein said placing step includes the further 
step of placing at least one finger of each hand through the loops at the upper ends of 
each handle. 

Claim 14 - The method of Claim 13 wherein said coupling step includes the steps of: 
providing an elongate main strap with each of the handles coupled to the main 
strap; and 

girding the seat of the motorcycle with the main strap. 
Claim 15 - The method of Claim 14 including the further step of locating the main 
strap girding the seat on a portion of the seat located forward of at least a portion of the 
motorcycle driver. 

Claim 16 - The method of Claim 15 including the further step of configuring each of 
the handles to include strap loops adjacent the lower ends of the handles, the strap loops 
sized to allow the main strap to pass therethrough such that the strap loops can slide 
along the main strap. 

Claim 17 - The method of Claim 13 including the further step of restricting a size of 
the hand loops to less than a hand size of the motorcycle passenger, such that only 
fingers of the passenger can pass through the hand loops. 

Claim 18 - The method of Claim 1 1 wherein said configuring step includes the step 
of forming each of the handles from flexible material. 

Claim 19 - The method of Claim 1 1 including the further step of locating each of the 
handles at least partially forward of the motorcycle driver in front of the rear passenger 
upon the elongate seat. 

Claim 20 - The method of Claim 19 wherein said locating step includes the further 
step of routing the handles over legs of the motorcycle driver and at least partially 
around opposite sides of a torso of the motorcycle driver. 
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Claim 21 - A hand supports apparatus for use by a rear passenger seated behind a 
driver of a motorcycle, the hand supports apparatus comprising in combination: 

a first hand support coupled to the motorcycle and flexibly extending from the 
motorcycle; and 

a second hand support coupled to the motorcycle and flexibly extending from 
the motorcycle. 

Claim 22- The apparatus of Claim 21 wherein said supports are in the form of 
flexible elongate lines with upper ends adapted to be grasped by hands of the rear 
passenger and lower ends coupled to the motorcycle. 

Claim 23 - The apparatus of Claim 22 wherein said apparatus includes a main strap 
having an elongate form girding at least a portion of the motorcycle, said lower ends of 
said first hand support and said second hand support each coupled to said main strap. 

Claim 24 - The apparatus of Claim 23 wherein said lower ends of said first hand 
support and said second hand support are adapted to be slidably coupled to said main 
strap. 

Claim 25 - The apparatus of Claim 24 wherein said first hand support and said 
second hand support each include strap loops adjacent said lower ends thereof, said 
strap loops having an opening sized to receive at least a portion of said main strap 
passing therethrough. 

Claim 26 - The apparatus of Claim 23 wherein said upper ends of said first hand 
support and said second hand support each include hand loops thereon, said hand loops 
adapted to be grasped by hands of the rear passenger. 

Claim 27 - The apparatus of Claim 23 wherein said main strap includes a means to 
attach to itself in a removable fashion. 

Claim 28 - The apparatus of Claim 23 wherein said main strap includes a free end 
and a capture end at opposite ends of said main strap, and wherein a buckle is provided 
between said free end and said capture end, said buckle adapted to join said free end to 
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said capture end in a releasable fashion. 

Claim 29 - The apparatus of Claim 22 wherein said flexible elongate lines are 
substantially inelastic linearly. 

Claim 30 - The apparatus of Claim 29 wherein said flexible elongate lines are 
rectangular in cross-section with a width dimension greater than a thickness dimension, 
such that said flexible elongate lines are generally in the form of belts. 

Claim 31- A rear passenger handles apparatus for a motorcycle, the apparatus 
comprising in combination: 

a first handle having an upper end spaced from a lower end; 

said lower end of said first handle including means to attach to a motorcycle; 

said upper end of said first handle including means to be grasped by a hand of a 
passenger riding upon the motorcycle behind a driver of the motorcycle; 

a second handle having an upper end spaced from a lower end; 

said lower end of said second handle including means to attach to the 
motorcycle; and 

said upper end of said second handle including means to be grasped by a hand of 
the passenger riding upon the motorcycle. 

Claim 32 - The apparatus of Claim 31 wherein said lower end attachment means of 
both said first handle and said second handle includes a main strap with said lower ends 
of each said handle attached to said main strap and said main strap including a free end 
opposite a capture end and a means to secure said free end to said capture end with said 
main strap girding a structure on the motorcycle. 

Claim 33 - The apparatus of Claim 32 wherein said means to secure said free end to 
said capture end includes a buckle. 

Claim 34 - The apparatus of Claim 32 wherein said means to secure said free end to 
said capture end includes said free end tied to said capture end. 
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Claim 35 - The apparatus of Claim 31 wherein said lower end attachment means of 
each said handle includes said lower ends of said handles adapted to be attached 
directly to the motorcycle. 

Claim 36- The apparatus of Claim 31 wherein each said handle is formed of a 
flexible elongate line. 

Claim 37 - The apparatus of Claim 36 wherein said flexible elongate line of each 
said handle is substantially inelastic. 

Claim 38 - The apparatus of Claim 31 wherein said apparatus includes a main strap 
with both said first handle and said second handle attached to said main strap at said 
lower ends thereof, said main strap adapted to be attached to the motorcycle. 

Claim 39 - The apparatus of Claim 38 wherein said main strap is adapted to be 
attached to a seat of said motorcycle upon which said rear passenger and a driver of the 
motorcycle both sit. 

Claim 40 - The apparatus of Claim 38 wherein said first handle and said second 
handle are each adapted to be slidably attached to said main strap. 

Claim 41 - The apparatus of Claim 39 wherein both said first handle and said second 
handle each include strap loops at lower ends thereof, each said strap loop having an 
opening at least as large as a width of said main strap such that said main strap can pass 
through said strap loops and said strap loops can travel along said main strap. 

Claim 42 - The apparatus of Claim 41 wherein both said first handle and said second 
handle each include hand loops at said upper ends thereof, said hand loops defining a 
region upon said first handle and said second handle where said handles can be grasped 
by hands of the rear passenger. 

Claim 43 - The apparatus of Claim 42 wherein said hand loops have a size less than 
a width of the hand of the rear passenger, such that said hand loops can accommodate 
fingers passing through said hand loops but are sized to prevent the passage of an entire 
hand of a rear passenger through the hand loops, such that the rear passenger can easily 
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grasp the hand loops but is prevented from having hands and wrists of the rear 
passenger entangled within the hand loops. 

Claim 44 - A motorcycle hand grip, especially for a rear passenger behind a driver 
upon the motorcycle, the hand grip comprising in combination: 

a flexible main strap adapted to attach to the motorcycle; and 
at least one handle coupled to said main strap independent of attachment to the 
driver, said handle including a hand grasping portion thereon adapted to be grasped by 
the rear passenger, such that the rear passenger can hold onto the motorcycle through 
said hand grip without interfering with the driver. 

Claim 45 - The hand grip of Claim 44 wherein said main strap is in the form of a loop 
adapted to gird a portion of the motorcycle. 

Claim 46 - The hand grip of Claim 45 wherein said main strap is adapted to gird a 
seat of the motorcycle upon which the driver and the rear passenger are seated. 

Claim 47 - The hand grip of Claim 45 wherein said hand grasping portion of said 
handle includes a hand loop thereon, said hand loop sized to allow at least one finger of 
a hand of a rear passenger to pass therethrough to grasp said handle. 

Claim 48 - The hand grip of Claim 47 wherein said handle has a flexible elongate 
form between an upper end supporting said hand loop thereon and a lower end 
attached to said main strap. 

Claim 49 - The hand grip of Claim 48 wherein said handle includes means to be 
adjusted in length between said upper end and said lower end. 

Claim 50 - The hand grip of Claim 45 wherein said at least one handle includes an 
elongate flexible band with two ends, each said end coupled to said main strap; and 

wherein said hand grasping region of said at least one handle is located between 
said two ends of said flexible band. 

Claim 51 - The hand grip of Claim 50 wherein at least one of said two ends is 
slidably attached to said main strap. 
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